
CCOOMMBBIINNAATTIIOONN  VVAALLVVEESS
(Suitable up to 1380 kPa — 200 psi)

(or fitted with stainless steel base up to 2070 kPa — 300 psi)

Stead & Baker engineering

Max operating temp. 2000oC

* Also available in Stainless Steel (except for
lever and cap) in sizes 25 and 50NB.

Flanges available undrilled or drilled to 
purchaser’s written instructions.



SSAAFFEETTYY  VVAALLVVEESS
(Suitable up to 1380 kPa — 200 psi)

(or fitted with stainless steel base up to 2070 kPa — 300 psi)

Stead & Baker engineering

Maximum operating temperature -200oC

Flanges available undrilled or drilled 
to purchaser’s written instructions.



RREELLIIEEFF  VVAALLVVEESS
(Suitable up to 1380 kPa — 200 psi)

(or fitted with stainless steel base up to 2070 kPa — 300 psi)

Stead & Baker engineering

Maximum operating temperature 200oC

Flanges available undrilled or drilled to 
purchaser’s written instructions.

*Also available in Stainless Steel in
sizes 25 and 50NB only



SSIIZZIINNGG  OOFF  VVAALLVVEESS

Stead & Baker engineering



(M3 per minute of air at 15.5oC) with 10% accumulation



Stead & Baker engineering

WWAATTEERR HHEEAATTEERR  ——  NNOOIISSEELLEESSSS  SSTTEEAAMM  MMUUFFFFLLEERRSS
(Penberthy Type)

Maximum steam temperature -200oC



Stead & Baker engineering

TTAANNKK  HHEEAATTEERRSS





Stead & Baker engineering

GGAAUUGGEE  GGLLAASSSS  PPRROOTTEECCTTOORRSS

FFUUSSIIBBLLEE  PPLLUUGGSS
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WATER EiAUEiE MEUNTINEiEi

TM2 - 5/e inch Glass

TM3 - ' le inch Glass

T M 1  - % i n c h G l a s s

Gauge mounts for low pressure tanks for water
and oi l  etc.

Avai lable in three combinat ions:
YIZ:
1. Self  c leaning unit  top and bottom.

2. Plain r ight angle unit  top and bottom.

Al l  types suppl ied f i t ted with tee drain cock.

Glass

Glass

TMO - 5/e inch Glass

TM8 -1lz inch Glass

Maximum steam temperature - BO'C
Maximum Pressure - 700 kpa

.*w
Quality

Endorsed
Company

Size mm Glass Dia. Thread

12 12mm - Vz" 15 BSP

1 6 16mm - 5/e " 15 BSP

Manufactured in Australia bv

in(orooroted in nsu

1 8

Debbie
Line

Debbie
Line

Debbie
Text Box
C TO C

Debbie
Line

Debbie
Text Box
Rod Length = c to c plus 24mm

Debbie
Line

Debbie
Line

Debbie
Text Box
Glass Length = c to c minus 32mm

Debbie
Line

Debbie
Line



Stead & Baker engineering

The sealing surfaces inside the valve are precision lapped before the valve
is set and tested immediately before despatch



Stead & Baker engineering

IINNGGSS




